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Conference & Event Center
Tuesday October 18, 2011
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Randy Freiburger
Program Specialist - Police Interceptor
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Len Deluca 
Director of Commercial Truck 

Sales & Marketing
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Partners 
“Team Work”
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“Together Everyone Achieves More 
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8:05 AM8:00 AMOpening/ Introductions

9:15 AM8:05 AMProduct Overview

9:30 AM9:15 AMQ&A

2:00 PM9:30 AMAccess to Vehicles

4:30 PM2:00 PMVehicle Scan

4:30 PMEvent Ends
Randy Freiburger

Program Specialist - Police Interceptor
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Sedan Interceptor Utility Interceptor

Engine 3.5L-V6 TiVCT 3.7L-V6 TiVCT
Horsepower 280 + hp 300 hp
Torque 250 + lbs.-ft. 280 lbs.-ft.

Transmission 6-speed automatic 6-speed automatic

Driveline All-Wheel-Drive All-Wheel-Drive
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Sedan Interceptor Utility Interceptor

Engine 3.5L-V6 TiVCT 3.7L-V6 TiVCT
Horsepower 280 + hp 300 hp
Torque 250 + lbs.-ft. 280 lbs.-ft.

Transmission 6-speed automatic 6-speed automatic

Driveline Front-Wheel-Drive Front-Wheel-Drive

Engine 3.5L-V6 Ecoboost
Horsepower 365 hp
Torque 350 lbs.-ft.

Transmission 6-speed automatic

Driveline All-Wheel-Drive
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Standard Features:
• Steering column shift lever
• Cloth driver seat 6-way power with manual lumbar

� Passenger seat manual
• Interior trim color – charcoal gray
• Power adjustable pedals
• Tilt steering wheel
• Unique police seats with belt cutouts
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Standard Vinyl Bench Seat / FloorStandard Vinyl Bench Seat / Floor
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60/40 Vinyl Split Bench Fold Flat Seat60/40 Vinyl Split Bench Fold Flat Seat
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Streamlined Door PanelsStreamlined Door Panels

Wider Door OpeningWider Door Opening
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Simple Key
• Front door lock cylinders 

(Driver/ Passenger)
• Trunk deck lid cylinder
• Lift gate cylinder
• Key FOB

Capless Fuel Filler Door
• Convenience
• Emission Reduction

Smart Technologies

Common Steering Wheel, Cluster 
Controls: Engine Idle Meter, HVAC, Radio

Common Steering Wheel, Cluster 
Controls: Engine Idle Meter, HVAC, Radio
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Smart Technologies
• Integrated LED Lights: Headlamp & Tail lamps

• Halogen (Std) or Optional LED Spot Lamps
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Front of Vehicle Lighting Options

Front Corner LED’s
• One LED light is installed in LH & RH headlights with 4-way connectors

Park-Turn-Wig-Wag LED Lights
• Park-Turn-Wig-Wag – provides wig-wag function plus park and

turn signal function

Grille LED’s Lights
• One LED light is installed in LH & RH side of grille opening 

above bumper

Rear of Vehicle Lighting Options

Rear Corner LED’s
• One LED light is installed in LH & RH headlights with 4-way connectors

Rear Window/CHMSL LED’s
• One LED light is installed in upper rear window on either side of the

brake light with 4-way connectors

Inner Trunk Lid LED’s Lights
• One LED light is installed in LH & RH side of inside trunk lid
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Front of Vehicle Lighting Options

Front Corner LED’s
• One LED light is installed in LH & RH headlights with 4-way connectors

Park-Turn-Wig-Wag LED Lights
• Park-Turn-Wig-Wag – provides wig-wag function plus park and 

turn signal function

Grille LED’s Lights
• One LED light is installed in LH & RH side of grille opening above bumper

Rear of Vehicle Lighting Options

Rear Corner LED’s
• One LED light is installed in LH & RH headlights with 4-way connectors

Rear Lift gate Window/CHMSL LED’s
• One LED light is installed in upper rear Lift gate window on either side

of the brake light with 4-way connectors

Bottom Edge of Lift gate LED’s Lights
• One LED light is installed in LH & RH side of bottom edge of lift gate
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Cluster display indicating 
that positions 1 and 4 
activated

Configurable buttons 

• SYNC – 911 Assist

• Blind Spot Information System (BLIS) 

• Reverse Sensing

• Rearview Camera

• Spotter Mirror

Smart Police Technologies
Ballistic Door Panels

• NIJ Level 3 
• LAPD specification
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WARNING:
Do not route wiring 
behind driver side 
footwall area behind 
accelerator and/or 
brake pedals
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IMPORTANT: DO NOT make electrical connections to vehicle
electrical systems not  specifically designed for police
equipment installations

• Located bottom of electronic finish panel, behind valence panel

Front Power 
Access & 
Signals

Valence Panel
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Gold1.5 mm.75-1.0018-1697BG-14421-AGA4S7T-14A59-VDA

Gold1.5 mm.35-.522-2097BG-14421-AFA4S7T-14A59-VDA

Tin1.5 mm1.5N/A97BG-14421-ACB4S7T-14A59-VDA

Tin1.5 mm.75-1.0018-1697BG-14421-ABB4S7T-14A59-VDA

Tin1.5 mm.35-.522-2097BG-14421-AAB4S7T- 14A459-VDA

Tin6.3 mm6.010XW4T-14474-TA4S7T-14489-YMA

Tin6.3 mm4.01297BG-14474-CAA4S7T-14489-YMA

Tin6.3 mm1.5-2.51497BG-14474-CAA4S7T-14489-YMA

Tin6.3 mm.5-1.020-1697BG-14474-CAA4S7T-14489-YMA

Material
Terminal 

Size
Gauge Sizes 

mm2
Gauge Sizes 

AWGTerminal Part #Connector Part #
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Contact:
Dennis Mondrach (313) 390 0949
email: dmondrac@ford.com
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4-Way 14290:  P/N 4F9T-14A624-KA
(Looking into RPO Connector Face)

GNDGD*4

Sync3

Scan Lock  (CAP04 <=> LT,  cap05 <=> RT)2

Power from I/P Blunt1

Signal Name/Function Circuit 
#

Pin #
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IMPORTANT:
• To prevent damage to the body control module (BCM),

do not splice into any lighting circuits

• It is recommended that wig-wag function is accompli shed
through a dedicated solution

• Ford offers a high-output durable LED based solutio n that
combines wig-wag, turn signal, and park lights



� � � � � � � � � � � 	 
 � � � �

�

� � 
 
 � � � � �

/���	�*��+����
�3��������

Disabling Brake Lights:
Do not disable the brake light circuits for any reason.
For additional information, refer to Section 2 in the General 
Information modifications guide

Brakes Applied Signal:
For brake output circuit see Chapter 2 for connector and pin #8 in 
14-way connector BU5T-14A459-BA located at bottom of 
instrument panel above driveline tunnel between front seats.
For access to this connector, remove valence panel per process 
in Chapter 2.
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6-Way Power Connector

I/P Tunnel 
Ground

Police Ground Feed #36

I/P Tunnel 
Ground

Police Ground Feed #25

I/P Tunnel 
Ground

Police Ground Feed #14

PDB 16Police B+ Feed (40 Amp 
Feed #3)

3

PDB 6Police B+ Feed (40 Amp 
Feed #2)

2

PDB 40Police B+ Feed (40 Amp 
Feed #1)

1

Fuse LocationSignal Name/FunctionPin #
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14-Way Connector #2
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The 2-way radio pre-wire option provides blunt cut circuits that can be connected to a 
communications radio which will be audible through the front speakers  

Front Right Speaker -4

Front Right Speaker +3

Front Left Speaker -2

Front Left Speaker +1

Signal Name/FunctionPin #

Connector 4S7T-14A459-VDA holds circuits that go to the 
OEM radio head unit 
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Connector 4S7T-14489-VDA holds circuits that go to door speakers

Front Right Speaker -4

Front Right Speaker +3

Front Left Speaker -2

Front Left Speaker +1

Signal Name/FunctionPin #
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• Two 50 amp fused lines
• Driver side trunk  

Rear Power 
Access
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Sedan Trunk Lockable 
Storage Option

Rear Power Access Point
Behind trunk lockable storage
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• Two 50 amp fused lines
• Passenger side cargo area

Rear Power 
Access
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Two 50 Amp  
feed from 

• Common hardware
• Unique location

• Pass. Side cargo
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Passenger Side Hood
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Trunk Lid
Passenger Side
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Ground 
Strap

Utility Interceptor
Driver Side Hood
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GROUND 
STRAP

Driver Side Rear View
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• Disables illuminated entry function

• Smart Junction Block (SJB) will not provide interior lighting 
during entry or exit of the vehicle

• Interior lighting will operate on demand whenever the dome 
lamp switch is active

• If the dark car feature is necessary, the assembly plant 
enables this feature through the SJB
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Configurable Steering Wheel Switches:
· 2 switches with two positions (up/down)

each
· Total of 4 grounded outputs available for

operating police equipment
· 4 grounded outputs allocated at bottom 

of I/P center stack in 14-way connector

Cluster display indicating that 
positions 1 and 4 are activated
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Do not restrict air flow 
for powertrain cooling



� � � � � � � � � � � 	 
 � � � �

�

� � 
 
 � � � � �

�����������	��	��������������������������
5������� ���)��#

Do not restrict air flow 
for powertrain cooling
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• Ensure that front and rear vehicle gross axle weight 
ratings (GAWR), are not exceeded when adding 
equipment ……. as specified on the vehicle label

������������������

To A-Pillar To C-Pillar

Ensure no interference with 
roll air bag deployment path

������������������

�������� �	
��
��������
����	
�����
��
�����	
���
�
�����	
� �
�����������������
���
��
�
����	��	
���
�
���������	
��
�
����
�����
 �
����
����
��
���������
����
���
�
������
����
�
����
���	
��	��
�������� ��!
����
� �����������	
�
���������������
��
�
��
��
����
�������� 

�������� �	
��
��������
����	
�����
��
�����	
���
�
�����	
� �
�����������������
���
��
�
����	��	
���
�
�����
����
�����
�������	
� ���������
���
����
���
������
�
���
�
�� ��!
����
������������	
�
���������������
���
� �
��
����
�������� 

�������� ����
��
��������������
���
����������
������

�
��	 
����"��������������
�������

�������
��������	
�#
	���
�������
��
����� ��
�	��	���

���

����������� ��
�	������"��	������
��
�
��
������	
��
��
�����
�
�� �
�
����
�
������	
����"����
�����������	
������
��
�����
�
�����	�������
����
� �����
���� ��!
����
�����������
�	
�
���������������
���
���������
����
�������� 

!

!

!

���+�/���	����������

Effect on Air Bag Deployment:
• Accessories mounted to the front of the vehicle affect air 

bag sensors / deployment

• Installation of push bumpers could affect the timing of
the air bag deployment

• Deformation and attachment method can influence air
bag deployment 
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Channel available for routing 
wire/harness below console mounting 
plate from flooring at bottom of center 
stack along tunnel between seats. 

F
ront of 

V
ehicle

Console 
Mounting 

Plate

Optional wire channel available for area 
along tunnel from back of front seats to 
front of back seat bottom cushion.

5�����	��������������	

• The restraint control module (RCM) is mounted below
the console mounting plate – damage may affect air bag
deployment and stability control system

• Caution should be exercised while making any 
modifications in this area (no drilling/modifications in
console mounting plate)

• Do not exceed total weight of 75 lbs for items mounted
to the console mounting plate   
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Universal Top Tray available for mounting police equipment
• Added equipment must not obstruct straight ahead visibility

• Added equipment must not exceed 6 lbs 

• Remove top tray prior to installation of equipment

Universal
Top Tray

!
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Remove Universal Top Tray for mounting of equipment
and/ or wire routing to Base of center stack.
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• Trunk load floor capable of supporting up to 400 lbs

evenly distributed

• Do not exceed pay load or GAWR ratings

Living Hinge in floor enables easy 
access to storage compartments below 
and facilitates removal and installation of 
load floor

5����� �	��*��
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• Trunk load floor capable of supporting up to 800 lbs
evenly distributed

• Do not exceed pay load or GAWR ratings
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Front of Vehicle

633.6mm 179mm
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Front of Vehicle
753.9mm 179mm
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• Design includes high strength boron steel for 

A and B pillars

• Welding and other repair processes should not be
performed
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Modifiers Guide is available online: @
• www.fleet.ford.com
• www.ford.com/fordpoliceinterceptor

� Draft Release 10/18/11
� Production Release 12/15/11
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Requests are available online @ …
www.fleet.ford.com/truckbbas

� Use contact us from drop down menu
to complete CAD data request

� Requires completion of confidentiality
agreement

� Surface data only in .STP format

� Available in approximately 10 business days
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